
BC-887AI
Rearview Blindspot AI Compact Camera
Features:

Application: Light to Heavy duty Vehicle Front / Rear View

Specifications V1
Model Number BC-887AI
Image sensor 1/2.7 CMOS
Effective pixels 1280 (H) x 720 (V)
Minimum Illumination 0 lux (with IR LEDs on)
Image View (Default) Mirror

Horizontal 140° 
Vertical  75°

Power
Waterproof Level DC 12 V
Vibration Resistance 70 ± 70mA
Mechanical
Waterproof Level IP69K
Vibration Resistance 8G
Structure Aluminum alloy
Dimension 55.2 x 51.8 x 57 mm (2.17 × 2.04 × 2.24 in)
Net weight 206 g (0.45 lbs.)
Environmental
Working temperature -20°C to +75°C (- 4°F to + 167°F),  95% RH
Storage temperature -30°C to +85°C (- 22°F to + 185°F), 95% RH
Certification FCC Part 15B

• AI-powered pedestrian for vehicle detection and warning
• Audio alarm output and Real-time audio alerts
• Wide 150° horizontal viewing angle

Viewing Angle
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Dimensions Unit:mm

Packaging
Accessories L shape wrench
Packaging Dimensions 90 x 85 x 80 mm (3.54 × 3.35 × 3.15 in)
Case Pack Dimensions 390 x 295 x 255 mm (15.35 × 11.61 × 10.04 in)
Num of items - Case pack 45
Gross weight - Case Pack 12 kg (26.46 lbs.)
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